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DENSE MEDIA SEPARATION CYCLONE QUESTIONNAIRE

NAME:


DESIGNATION:





COMPANY:







ADDRESS:







TELEPHONE:


TELEFAX:






	1. FEED SLURRY CHARACTERISTICS
	
	PLEASE DESCRIBE CIRCUIT REQUIREMENTS

	Solids dry density (g/cc)
	
	

	TPH solids (metric or stph)
	
	

	Size range (mm, in or mesh)
	
	

	Gravity range
	
	

	
	
	

	2. PRODUCT CHARACTERISTICS
	
	

	Product dry density (g/cc)
	
	

	Expected yield (%)
	
	

	
	
	

	3. MEDIUM CHARACTERISTICS
	
	

	Medium used (Please specify grain size)
	
	

	Medium pulp density (g/cc)
	
	

	Envisaged cut density (g/cc)
	
	

	
	
	

	4. EXISTING CYCLONE (If applicable
	
	

	Cyclone diameter (mm or in)
	
	

	Vortex finder diameter (mm or in)
	
	

	Spigot diameter (mm or in)
	
	

	Inlet size (mm or in)
	Wedges

YES      /      NO
	
	

	Number of barrels
	Cone angle
	
	

	Operating pressure
	Meters or feet head
	
	


GENERAL INFORMATION OF CYCLONE APPLICATION
PLANT:


SECTION:





SOURCE OF CYCLONE FEED:








CYCLONE OVERFLOW GOES TO?:








CYCLONE UNDERFLOW GOES TO?:








CYCLONE CONSTRAINTS (e.g. SPACE, MAX./MIN. FLOWRATES):






PLEASE DRAW A CIRCUIT DIAGRAM BELOW:
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